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DVM2
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SCREW VOLUMETRIC PUMPS



Can be used for dosing the following products:

EXAMPLES OF SYSTEMSDVM2 – TWIN SCREW VOLUMETRIC PUMPS

Two-component polyurethane, silicones, epoxies, acrylic glues, even with high viscosities.

Continuous electric volumetric dosers, with screw technology, for precision dosing of two-component resins.They operate using the progressive cavity concept and 
are driven by a brushless gearmotor and allow volumetric dosing of strings, dots or controlled flow filling.The motor, driven in one direction, dispenses the fluid 
while once the rotation is reversed it allows a controlled suction effect that avoids accumulation on the nozzle and stabilizes the pressure downstream of the pump.
Control via dedicated TM electronics. Materials: anodized aluminum, (peek and stainless steel also available on request).

NOTE: on request, it is possible to make these devices with customized motorization.

DescriptionCommercial code Technical code

 G00005245 DVM2 050-050

DVM2 150-150 G00005247

TWIN DOSER DVM2 050-050
Volumetric doser for two-component resins, equipped with:
- 2 continuous electric volumetric screw dosers, model DVM, with screw motor.
- manifold unit designed for static mixer coupling with ring nut lock.
Dose/turn: 0,10cc - Minimum dose: 0,008cc - Flow rate: 0,10-12,00cc/min.
Motor speed: 0-120 rpm - Fluid viscosity: 0-1.000.000 cps - Product inlet: 1/8”-1/8”
Max. product inlet pressure: 6 bar - Outlet pressure: 15-20 bar
Outlet connector for disposable static mixers.

DVM2 150-010 G00005249

TWIN DOSER DVM2 150-010
Volumetric doser for two-component resins, equipped by:
- 2 continuous electric volumetric screw dosers, model DVM, with screw motor.
- manifold unit designed for static mixer coupling with ring nut lock.
Dose/turn: 0,15cc - Minimum dose: 0,015cc - Flow rate: 0,16-17,00cc/min.
Motor speed: 0-120 rpm - Fluid viscosity: 0-1.000.000 cps - Product inlet: 1/4”-1/8”
Max. product inlet pressure: 6 bar - Outlet pressure: 15-20 bar
Outlet connector for disposable static mixers.

TWIN DOSER DVM2 150-050
Volumetric doser for two-component resins, equipped with:
- 2 continuous electric volumetric screw dosers, model DVM, with screw motor.
- manifold unit designed for static mixer coupling with ring nut lock.
Dose/turn: 0,19cc - Minimum dose: 0,019cc - Flow rate: 0,20-22,00cc/min.
Motor speed: 0-120 rpm - Fluid viscosity: 0-1.000.000 cps - Product inlet: 1/4”-1/8”
Max. product inlet pressure: 6 bar - Outlet pressure: 15-20 bar
Outlet connector for disposable static mixers.

TWIN DOSER DVM2 150-150
Volumetric doser for two-component resins, equipped with:
- 2 continuous electric volumetric screw dosers, model DVM, with screw motor.
- manifold unit designed for static mixer coupling with ring nut lock.
Dose/turn: 0,28cc - Minimum dose: 0,030cc - Flow rate: 0,30-32,00cc/min.
Motor speed: 0-120 rpm - Fluid viscosity: 0-1.000.000 cps - Product inlet: 1/4”-1/4”
Max. product inlet pressure: 6 bar - Outlet pressure: 15-20 bar
Outlet connector for disposable static mixers.

DVM2 150-050 G00005251

 STANDARD SPARE PARTS KIT REF.       DVM2 150-010 G00005250   REFURBISHMENT REF.       DVM2 150-010 R000G5249

 STANDARD SPARE PARTS KIT REF.       DVM2 150-150 G00005248   REFURBISHMENT REF.       DVM2 150-150  R000G5247   

 STANDARD SPARE PARTS KIT REF.       DVM2 050-050 G00005246   REFURBISHMENT REF.       DVM2 050-050   R000G5245   

 STANDARD SPARE PARTS KIT REF.       DVM2 150-050             G00005252   REFURBISHMENT REF.       DVM2 150-050        R000G5251

Dose/turn (cc)	   0,10	    0,28        0,15     0,19		 0,70	   1,10
Minimum dose (cc)     0,008      0,030        0,015      0,019	    0,075	   0,12

Flow rate (cc/min)	     0,10-12,0     0,30-32,0     0,16-17,0      0,20-22,0	    0,70-75,0	    1,10-120,0
Rpm (speed)     0 - 120
Cps (viscosity)	    0 - 1.000.000
Product inlet	  1/8”-1/8”     1/4”-1/4”      1/4”-1/8”       1/4”-1/8”	     1/4”-1/4”     1/4”-1/4”  
Inlet max pressure		  6 bar
Outlet type	 Connection for disposable static mixers
Outlet pressure			   15-20bar 
Screw material     Stainless steel hard-crome plated. Possible alternative coatings.

Stator material 		   FKM, FFKM
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 G00003835

CONTROL UNIT

Dosing plant layout with 1 DVM2 dosing unit for two-component products.

CONTROLLER FOR TWIN DVM2
Control unit with operator panel that independently 
drives the electric dosing units based on the dosing 
parameters entered on the panel.
It integrates the drive card for two motors with screw 
dosers programmes.
The software allows the dosing times, motor speed, 
speed and counter-rotation time to be set on the 
panel for the suction effect at the end of dosing.
Power supply 220V AC.
Dimensions 240x220x2H120mm.
Approximate weight: 3kg.

Example of bench system equipped with 
DVM2, for two-component dispensing.

 CONTROL UNIT

The volumetric screw dosers can by fed by:
• pail (through extrusion pump and pressure regulator)

or by low pressure devices, such as:
• tanks for liquids
• cartridges for glues/adhesives

Potting examples.
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 STANDARD SPARE PARTS KIT REF.       DVM2 550-150 G00005288   REFURBISHMENT REF.       DVM2 550-150 R000G5287

STANDARD SPARE PARTS KIT REF.        DVM2 550-550             G00005290   REFURBISHMENT REF.       DVM2 550-550        R000G5289

 G00005287 DVM2 550-150

DVM2 550-550 G00005289

TWIN DOSER DVM2 550-150Volumetric doser for two-component resins, equipped with:
- 2 continuous electric volumetric screw dosers, model DVM, with screw motor.
- manifold unit designed for static mixer coupling with ring nut lock.
Dose/turn: 0,70cc - Minimum dose: 0,075cc - Flow rate: 0,70-75,00cc/min.
Motor speed: 0-120 rpm - Fluid viscosity: 0-1.000.000 cps - Product inlet: 1/4”-1/4”
Max. product inlet pressure: 6 bar - Outlet pressure: 15-20 bar
Outlet connector for disposable static mixers.

TWIN DOSER DVM2 550-550
Volumetric doser for two-component resins, equipped with:
- 2 continuous electric volumetric screw dosers, model DVM, with screw motor.
- manifold unit designed for static mixer coupling with ring nut lock.
Dose/turn: 1,10cc - Minimum dose: 0,012cc - Flow rate: 1,10-120,00cc/min.
Motor speed: 0-120 rpm - Fluid viscosity: 0-1.000.000 cps - Product inlet: 1/4”-1/4”
Max. product inlet pressure: 6 bar - Outlet pressure: 15-20 bar
Outlet connector for disposable static mixers.


